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STORMTECH LAYOUT

(48) STORMTECH SC-740 CHAMBERS

(6) STORMTECH SC-740 END CAPS
INSTALLED WITH MIN 150mm COVER STONE,
MIN 150mm BASE STONE

40% STONE VOID RATIO

INSTALLED SYSTEM VOLUME: 101.76m’
AREA OF SYSTEM: 152.1m?

BASE STONE LEVEL - 32.366

COVER STONE LEVEL - 33.426

STORMTECH ATTENUATION
30 YR STORAGE REQUIRED: 64.90m’
100 YR STORAGE REQUIRED: 98.38m’
INSTALLED SYSTEM VOLUME: 101.76m’

MIN APPROXIMATE LEVEL OF FINISHED CAR PARKING
SURFACE OVER STORMTECH ATTENUATION = 34.101

BASE STONE LEVEL ATTENUATION = 32.366
STORMTECH @ 150+760+150

COVER STONE LEVEL ATTENUATION = 33.426
MIN DEPTH TO PAVEMENT LAYERS = 450mm
BASE LAYER = 140mm

BASE COURSE = 55mm
WEARING COURSE = 30mm
FINISHED CAR PARK = 34.101
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HYDROBRAKE DEVICE
TO BE DESIGNED TO
LIMIT PASS
FORWARD FLOWS TO
375 /s

3354

225 DIAMETER
PVC STORM SEWER
@1:250 TO PUBLIC

ROADWAY MAIN STORM
SEWER LINE
2\ EXACT LGCATION TBC

EXISTING STORM
SEWER LINE

/
’JJ 'czjﬁ ARD

—
i /
BOLLARD
1
J aTAP AFWIER K. 9

PROPOSED DRAINAGE LAYQUT

1:200

SR

ALL 150 @ PVC STORM
SEWERS TO HAVE CONCRETE
SURROUND OVER FULL EXTENT
OF PIPE AND ROAD GULLY

ALL MANHOLE COVERS TO BE
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REFER TO 110-37-102
FOR SECTION A-A

REFER TO 110-37-102
FOR STORMTECH DETAILS

REFER TO 110-37-103

FOR TYPICAL MANHOLE, GULLY
AND HYDRO-BRAKE DETAILS &
SECTIONS

HYDROBRAKE DEVICE TO BE
PROVIDED AT SYSTEM OUTFALL
DESIGNED TO LIMIT PASS
FORWARD FLOWS TO 3.75 /s

STORMTECH ATTENUATION
CHAMBERS TO BE PROVIDED TO
LIMIT OUTFALL TO PUBLIC STORM
SEWER SYSTEM
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