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NOTES
1 UNITS ARE SUPPLIED WITH THE STANDARD (MINIMUM) PIPEWORK SIZE,
AND GRIENTATION SHOWN ON THE DRAWING. THE STANDARD
Bl ENB58-1 STATES MINIMUM CONNECTION SIZES, UNITS ORDERED WITH
DIFFERENT SIZE CONNECTIONS MAY NOT BE FULLY COMPLIANT WITH THE
/ = — STANDARD. PLEASE CONSULT GUR SALES DEPARTMENT FOR DETAILS
(Q ~ OF AVAILABLE OPTIONS, BUT PLEASE NOTE WE DO NOT ALTER INTERNAL
1 PIPEWORK.
INLET 2 ALL UNITS SUPPLIED ARE CLASS 1 AND INCLUDE A COALESCER.
QUTLET 3. EXTENSION PARTS FOR DEEPER INVERTS CAN BE PROVIDED FOR ON SITE
d | | o d. | 11 ASSEMBLY.
L. ALL UNITS REQUIRE APPROPRIATE CONCRETE BASE, COVER AND FRAME
70 SUIT APPLIED LOADINGS.
5. THIS DRAWING SHOULD BE USED FOR DIMENSIONAL INFORMATION ONLY.
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