Existing paved areas to remai

Proposed carparking

-Dedicated to fire service

-Line marking in accordance with DOT Traffic
Signs Manual

-Existing furniture (benches, plaques) to be
removed and re-installed on alternate site within
Cappamore

-Existing trees removed (including root system) as
needed
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Proposed building
works

Existing site boundary
-Fencing to be removed,
stored and re-instated w/
new 450mm@@, 900mm deep
pads per post

-Re-align with new kerb line

Rigid CRCP surfacing

-150mm C25/30 concrete with 1 layer
A393 mesh on

-250mm CI.808 subbase on

-200mm 6F2 capping on

-Rolled formation

-Power floated finish

[

Flexible pavement surfacing
-30mm AC10 close surf on
-60mm AC 20 binder on
-100mm AC 32 base on
-150mm CI.808 subbase on
-250mm 6F2 capping on
-Rolled formation

[

Rigid concrete footpaths
-100mm C25/30 concrete on
-100mm CI.804 subbase on
-Rolled formation to falls
-Brush finish

BN

Landscaping
-Grass seed on

-Min 125mm rolled, de-stoned,
fertilised topsoil

Kerb lines
-Pre-cast kerb as per Tl
RCD/1100/1 (Type A)

COPYRIGHT:

The design and details shown on this drawing are applicable to their
project only and may not be reproduced in whole or in part or be used
for any other project or purpose without the written permission of
Limerick City and County Council with whom copyright resides.

DO NOT SCALE from this drawing. Use figured dimensions.
Contractor to check all dimensions on site prior to commencement
of works. Any discrepancies are to be referred to the ARCHITECT.

Notes

Building set out and dimensions as per architects
drawings

Refer to architects/landscape specification for
aesthetic finish requirements

Site to be excavated to formation levels and then rolled
flat in accordance with the specification

Adequate top soil to be stored on site as required for
landscaping works as per landscape specification
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