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S NOTE 6: MINIMUM REQUIRMENTS
FFL +80.000 FFL +79.335 - | HORIZONTAL CURVATURE
Design Speed (km/h) | 10 20 30 40 50 60
N | Minimum Radius with | - 11 26 56 104 178
adverse camber of
| 2.5%
\gs NOTE 6: ACHIEVED Minimum Radius with | - - = 46 82 136
MINIMUM REQUIREMENT superelevation of 2.5
1 ‘ GFL %
A \ +78.570
@ P \ 15 VERTICAL CURVATURE
Design Speed (km/h) | 10 20 30 40 50 60
EXISTING HEDGE TO BE PARTIALLY FFL +80.900 s M Crest Curve K Value | N/A N/A N/A 26 47 8.2
REMOVED TO FACILITATE
SIGHT LINES 0 Sag Curve K Value [ N/A N/A 2.3 4.1 6.4 9.2
11
12 Table 4.3: Carriageway geometry parameters for horizontal and vertical curvature.
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REQUIREMENT FOR CAPPING AND DEPTH OF CAPPING LAYER INCLUDING
- — LAYER OF TERRAM IS SUBJECT TO ON SITE PLATE BEARING TESTS TO BE
CARRIED OUT BY CONTRACTOR.
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KERBING TO NRA RCD/1100/2
25N CONCRETE HAUNCHING TO KERB
WEARING COURSE - 40mm MINIMUM THICKNESS OF DBM WEARING COURSE
MACADAM TO NRA SPECIFICATION FOR ROAD WORKS CLAUSE 912.
ROAD BASE - B0mm MINIMUM THICKNESS OF DBM ROAD BASE MACADAM
FLEXIBLE PAVEMENT
\/ THE MINIMUM REQUIRED THICKNESS OF NONFROST TO NRA SPECIFICATION FOR ROAD WORKS CLAUSE 903.
SUSCEPTIBLE CAPPING MATERIAL IS SHOWN HEREUNDER:~ SUB-BASE - 150mm MINIMUM THICKNESS OF GRANULAR FILL MATERIAL TO
NRA SPECIFICATION FOR ROAD WORKS CLAUSE 804.
CBR SUBGRADE | BELOW |2 |3 |4 |5-15 15+
% 2 CAPPING — SEE TABLE 1 FOR THE MINIMUM THICKNESS OF GRANULAR
THICKNESS OF T CAPPING MATERIAL TO NRA SPECIFICATION FOR ROAD WORKS CLAUSE 803.
CAPPING  (mm) 615 | 400|310/ 260 225 150
CBR TESTS SHALL BE CARRIED OUT AT A RATE OF
ONE TEST PER 100 METERS OF ROAD
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