©

FOOTPATH
2000

5.5m ESTATE ROADS

5000

PARKING
2500

FOOTPATH
2000

I 50mm MIN. GRADED STONE 50mm MAX. SIZE

I 50mm MIN. GRADED STONE | OOmm MAX. SIZE ——
40mm DENSE BITUME

N MACADAM WEARING COURSE

250x 125 PRECAST KERB

COPYRIGHT:

The design and details shown on this drawing are applicable to their
project only and may not be reproduced in whole or in part or be used
for any other project or purpose without the written permission of
Limerick City and County Council with whom copyright resides.

DO NOT SCALE from this drawing. Use figured dimensions.
Contractor to check all dimensions on site prior to commencement
of works. Any discrepancies are to be referred to the ARCHITECT.

Ix 150 DIA. & Ix 50 E.S.B.

Ordnance Survey Ireland. All rights reserved.

Licence No. 2018/09/CCMA/Limerick City & County Council

[.S5. - EN 13242:2002

Tree Pit Detail

\Z\)

| 50mm Conc.
Surround

\Backﬂll Material to
BS3882

I OOmm Connection from
Gully to Tree Pit

Main Surface
Water pipe

140 60mm DENSE BITUMEN WEARING COURSE 250x 1 00 CONCRETE CHANNEL B 1/40
T -
. 1/40 - N
—_—— 150 - /40
V050505050 ' £ e 3 250505050,y
SR e T U W o spemy Gy V&P o aw 00 @ e T s
R 20058505055, 4 Sg oY oYoY.
§§§§§§§§§§§§§ §§§§§8§2§§ggg 4 s ‘ 259685595056 25055050005¢: 240050595955, 25050933965 0%¢. 25039595905 135939525005 ,2693959530%C. 125839596205 L2525952520% 1269525958 0%c. " A kS §§§§§§§§§§§§§
T 139523°2959558 '32623°7233528 928250235280 1336260206959 9238292533352 3395997952008" 3988597952328 3388507952328 3982507082525 3988507952328 i
SERVICEDUCTS SERVICE DUCTS
o OO CONCRETE BACK TO KERB CONCRETE BACK TO KERB OO o O
Ix 150 DIA. ¢ Ix 50 E.S.B. PERMEABLE FILTER MEMBRANE AS SPECIFED TO SITE CONDITIONS Ix 150 DIA. ¢ Ix 50 E.S.B.
2x 100 DIA. TELECOM 2x 100 DIA. TELECOM
©) O I
Ix 100 DIA. WATERMAIN Ix 100 DIA. WATERMAIN
SECTION A~A
I 50mm MIN. GRADED STONE 50mm MAX. SIZE
I 50mm MIN. GRADED STONE | OOmm MAX. SIZE ——
40mm DENSE BITUMEN MACADAM WEARING COURSE
250x 125 PRECAST KERB 1 250x 125 PRECAST KERB
| /40 - 60mm DENSE BITUMEN WEARING COURSE 250x 1 00 CONCRETE CHANNEL S — 1/40 -
; 1/40 :
S 1/40 - —————— I 5 O *‘ T ———————— 1/40 i
A ; Z. ! 335558550505¢:
i TRy ool T T R Y gy o I R . Laarwir A
smeicasiese, | GRReRERRoiett s Lt 2903050505 . 2o83050z05C mpT— REm——— SRR, 55952585005 N e
SERVICE DUCTS SERVICE DUCTS
e} OO CONCRETE BACK TO KERB CONCRETE BACK TO KERB OO e}
PERMEABLE FILTER MEMBRANE AS SPECIFED TO SITE CONDITIONS Ix 150 DIA. ¢ 1x 50 E.S.B.
2x 100 DIA. TELECOM 2x 100 DIA. TELECOM
Ix 100 DIA. WATERMAIN Ix 100 DIA. WATERMAIN
SECTION B~B
&0mm Permeable Paving, on 50mm P/6.3mm bedding course
on Terram |00 Geotextile, on 200mm 4/40mm Graded Aggregate
wrapped in Permeable Geotextile on| | 50mm graded stone 50mm
max on | 50mm stone 75mm max on existing insitu material
25OCx I§T5
PRECAST KERE 25(x | 00 CONCRETE CHANNEL
1/40 S
i)
T [ A % % % % I OOmm Overflow to Main drainage
328290Rege808 | ., 7 T4 Mesh Screens secured to pipe outlet
ST Nener 4 # 920858595855, 98023959595«
5625°R28558¢ ‘35625°R955038 . |
Car-Parking Detalil
75mm Pea Gravel Cone. Kerb Grade A Gully Grating and Frame
\ ? Road Surface
{ & 450mm diameter Concrete Trapped
Road gully
Tree Pit - 1.50m x |.50m
x 1.50m dee :
p \ I 50mm@
I 50mm base, 4mm
to 20mm graded to 90° Saddle

Notes

Building set out and dimensions as per architects
drawings

Proposed levels are top of finished surfaces
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